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For WILLYS 2wd and 4wD TRUCKS 



THIS NEW GROUP OF TOOLS SUPPLEMENTS Th 
SECOND EDITION ILLUSTRATED TOOL BOOKLET F-41 


StcoAd wniyt Tool Sooh(«t F>483 Glodly Moil*d on 

# These new Willys vehicles are equipped with a different heavier type of 
Timken rear axle—one that has not been used on previous Willys models. All 
Willys-Overlond dealers will therefore wish to add to their present special service 
tool equipment the new essential tools illustrated and described on the two inside 
pages of this folder. They are all required to safely and accurately repair these 
new Willys trucks in the shortest possible time and with fewest number of re¬ 
placement parts. 

The back page of this folder describes additional items that will be'very helpful 
in saving time and effort in the general operation of your service department— 
it warrents your careful study. Prompt—efficient deliveries of most all Miller 
products can now be assured. 



W-104-20 

DIFFERENTIAL CASE BEAR- 
ING PULLER PLATES 
Owners of W-104 Beoring Pull¬ 
er sets need only order this set 
of four puller plotes to adopt 
their puller to this new axle. On 
some carriers it is only possible 
to use three of the four plates 
due to the limited cleoronce 
within the cast corrier houiing. 
There is still ample strength to 
remove even the tightest bear¬ 
ing without danger to bearing 
or puller. 


W-104-28 

AXLE SHAFT BEARING 
PULLER PLATES 
The tapered roller beatings used 
on the axle shaft of these new 
trucks is a different site than on 
previous models. By adding this 
pair of plates, however, your 
present W-104 puller con be 
adopted to this new axle. There 
is no need to buy a complete 
new puller—you buy only a 
pair of new plates and use them 
to salvage a good beating from 
a damaged shaft. 


W-104-32 

PINION SHAFT BEARING 
PULLER PLATES 
The larger topered toller bear¬ 
ing used on the pinion shafts 
of these new trucki can still be 
removed with your W-104 pull¬ 
er thru the use of this new pair 
of puller plates. They fit over 
the rollers of the pinion bearing 
evert iho it is pressed Rush 
against the pinion gear, allow¬ 
ing the bearing to be safely 
removed os illustrated. 






W-213 

BRAKE ADJUSTING 
WRENCH 

This correct fitting wrench will 
moke broke adjustments easy 
and quicker on iote 1948 mod¬ 
els. Its use will also help prevent 
rounding off the broke cam 
screws. Use W.179 socket for 
adjusting broket on early mod¬ 
els. (Stondord box wrench alto 
shown it not supplied.) 



W-200 

DIFFERENTIAL SIDE BEAR- 
ING CUP PULLER 

When the rear oxle of these new 
trucks is split oport os illuslroted 
the differential side bearing cup 
it exposed but will still be very 
difficult to remove without a 
puller like this. The specially 
designed puller jaws drop into 
the bearing cup even tho there 
it practically no exposed pulling 
shoulder. You'll save time and 
not need a torch if you use 
this puller. 


W-201 

PINION BEARING ADJUST¬ 
ING WRENCHES 
You may look a long time be¬ 
fore you find a pair of these thin 
jaw, long handle wrenches to 
order o poir now and save time 
and effort. This pair of wrenches 
moke the proper adjustment of 
these important bearings easy 
and quick. 
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SPECIAL SERVICE TOOLS 


W-202 

PINION PILOT BEARING 
INSTALLING SLEEVE 

On* (ingl* b«a>mg broken when 
initalleo by mokethifr melhodi 
would more than pay (or lhi< 
limpl* tieev*. Prol*<* »*fvi«* 
work and valuable parft by uiing 
(he proper tool at the right time. 
It will repay you in time toved 
and cuttomer good-will gained. 


W-203 

PINION AND BEARING 
REMOVER AND REPLACER 

Thit tturdy tool will not only 
lav* time pulling the pinion 
ond bearing assembly unit (rom 
the axle but can also be used to 
press the assembly bock into 
place. Large thrust bearing on 
tool reduces removing and in¬ 
stalling effort to a minimum. 
Use W-801 wrenches to operate 
tool os illustrated. 


W-204 

DIFFERENTIAL SIDE BEAR¬ 
ING CUP DRIVER 

The installation o( the differen¬ 
tial cos* side bearing cups in 
the rear axle housing can be 
quickly, safely and accurately 
accomplished, without distor¬ 
tion and or scrapping of ex¬ 
pensive housings when this in¬ 
expensive driver is used. 


W-205 

SLEEVE PINION REAR 
BEARING CONE 
INSTALLING 

This special sleeve will sov* 
many bearings and hours of 
mechonics' time now spent look¬ 
ing for some makeshift piece of 
pip* to instoll this bearing. 


W-206 

DIFFERENTIAL CASE SIDE 
BEARING DRIVER 

Many a new roller bearing has 
been ruined by attempting to 
install it with o flat wooden or 
steel block that pressed on the 
rollers just before th* bearing 
reached its proper position. 
These special drivers have a 
machined counterbore that 
clears the end of the rollers but 
pilots on their outer diameter 
to provide alignment. Pressure 
is applied to the hub of th* 
bearing from a machined 
shoulder on th* driver thus 
avoiding bearing distortion. Th* 
proper driver means better, 
quicker service jobs which in 
turn means more profit, no re¬ 
turn jobs for bearing failures 
and increased customer good¬ 
will. 

W-207 

DRIVER-REAR AXLE 
PINION PILOT BEARING 
AND PINION OIL SEAL 
INSTALLING 

Guard against costly failure 
which may result if rrsokeshift 
tools or* usedi The instollolion 
of the rear axle pinion pilot 
bearing and pinion oil seal may 
be safely and quickly accom¬ 
plished when you use this in¬ 
expensive driver. 

C-685 

TORQUE INDICATING 
WRENCH 

two INCH l>OUNO BEAM Typt) 
Long and efficient service, plus 
smooth operation of ting and 
pinion gears depends on the 
proper pre-loading of th* pinion 
gear, this is assured if adjust¬ 
ment of beatings is made using 
this accurate, easily read torque 
indicating wrench. 


W-209 

STEERING WHEEL PULLER 

The interlocking jaws of puller 
assure an even, safe pull on 
wheel hub. A leather jaw liner 
ring is included to protect 
wheel finish. 


These Tools Assure 
FAST‘ACCURATE • 
PROnTABLE 
SERVICE! 


W-210 

OVERDRIVE GOVERNOR 
WRENCH 

You will find thit wrench very 
helpful in th* safe removal of 
this important overdrive con¬ 
trol unit. 
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SELECTED SPECIAL TOOLS THAT BELONG 
IN ALL WELL-EQUIPPED SERVICE SHOPS! 

In addition to th« Etiontiol Sorvic* Tool Group (or sorvieing WILLYS 2 WO 
and 4 WD Truckt, ovory Willyt dealor will find this Socond Group o( corofully 
t«lo<tod tofvico tools vary kolplul in proktobU oporotion o( kit service department. 



C-812 

SPARK PLUG CLEANER 

Cempttr* with 

Se ecoAeMicol you con now 
provide one for eocii necSonic. 
Cleoni voriowi sites of sslvgt 
Oviclilv, wiftiovS ctionging ruo> 
ber oiOJnaer. Air presswse pro¬ 
vides vopor-like spray of Ohllile 
abrasive. A Rip of lever on 
deoner side cuts oR sond end 
ollows plug to be blown free of 
abrasive witH cleor air blosl be¬ 
fore removing pivg front cleoner. 

C-813 

CRISILITE CLEANING 

ABRASIVE 

Inctvdes 5 lbs. Ciitiliie Abrot- 
ive. Replocenteni Cleoner Bog 
ond Adopler Gremmef. 

C-801 

CRANKSHAFT BEARING 

JOURNAL MKROMETER 
Ronge 2* to 3’. Eliniinoret 
neeettiry of removing cronksboft 
from ersgine to measure It oc- 
curotely for nsoin beoringt. 


C-776 

ENGINE BEARING WEAR 
DETECTOR TANK 
Complete with fltllr^s, hose, 
pressure gouge, etc. Checks oil 
lines, worn beoringt, leoking 
connections, etc. before ersgine 
tear down. Correctly diognotet 
excessive oil consumption!Valu- 
oble for inspecting on engine 
rebuilding iob before Rnol Ot- 
eembly, to determine if com and 
moin beoringt, etc. ore being 
properly luoiicoted, or If oil 
pumping is excessive. 


DD.425 

GASOLINE mileage 
TESTER 

This instrument occurolely meters 
out 1/10 gol. of gotoline before 
your cutlomer't eyes ond defi¬ 
nitely proves the octvol gosoline 
mileoge to o custonser with only 
o short drive. Tetter fits to rfoor 
gloss with vocuum cups ond 
connects to Inlet tide of the fuel 
pump. It fills outomotlcolly at 
the twist of o valve by engine 
vocuum. 
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C-770 

armature turning and 

UNDERCUniNG TOOL 

for oil tiorter ond generolor com- 
mulotors. This fost octing turning 
tool occvtoiely installs and locks 
on oimotvre tnoft with a ground 
odjuttoble collet. Under-cutting 
mlco intulotion it eosriy done 
on tonse toot. 

C-828 

GENERATOR REGULATOR 
TOOL KIT 

This simple kit of tools will serv¬ 
ice the circuit breoker, current 
regulotor end voltage teguloior 
units of all V.R.P. model 
generotor regulolors. It contoint 
O tnug-litting spring honget cli,. 
bending tool ond .031*, 014’. 
.048* ond .0S2* wire •.-* 
point gap gouges, in conv .«n' 
leotherette cote. 

DD-1045 

RUGER PORTABLE 
ONE TON HYDRAU'.;* 
FLOOR CRANE 

Truck service shops neeo -hit 
lime ond effort soving cronv. 
Smooth hydraulic power it 
eosily portable to very pioce 
you need it. 

DD-1017-1 

CRANE EXTENSION BOOM 

Very helpful in removing en' net 
or high tiering of heovy c-wnt. 

DD-1018-1 

DIFFERENTIAL ANL 
TRANSMISSION LIFTING 
AHACHMENT 
Merely hooks under crane brst- 
plote end into boom hook erd 
it is reedy to lift and guldu tne 
heaviest differential or tranimis 
tion into position. 

C-838 

VAPOR.PROOf UND:- 
COATING LIGHT 

Every shop providing the ruw 
profitable undercoating servlv, 
needs one of these ported'e 
solely lights to help otsu- • ' 
good job efficiently don< 
Light hot 2S feel of elect-- • 
coble ond eccommodo'* 
itondord 200 welt bulb. <*h- 
not supplied). 
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